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INSUL - MATE ®  
STRAPPING AND SEALS 
SHEET METAL SCREWS 

 
STAINLESS STEEL STRAPPING 
Insul-Mate stainless steel strapping is 
manufactured from T-302, T-304, and T-316 alloys 
in the soft annealed temper (ASTM-240). It is 
available in 3/8”, 1/2 “ and 3/4 “ widths x .015” 
and .020” thickness. The available ribbon-wound 
or oscillated coils are edge conditional for safety in 
handling. 

COLOR CODED STRAPPING 
Insul-Mate color coded strapping, in both stainless 
steel and aluminum, is coated with a unique two-
coat, baked-on paint system which offers superior 
resistance to fading, cracking and peeling. It is 
designed to be used as a line identifier indicating 
the absence of asbestos beneath the jacketing. The 
stamping of the words “No Asbestos” is available 
as an extra-cost item.  

ALUMINUM STRAPPING 
Insul-Mate aluminum strapping is 
manufactured from aluminum alloys 3105, 3003 
and 1100 (ASTM B-209) in 3/8”, 1/2 “ and 3/4 “ 
widths x .020” thickness. The available ribbon-
wound or oscillated coils are edge conditioned 
for safety in handling. 
 

 
Product Standard Color 
Stainless Steel Blue/Blue 
Stainless Steel Blue/Black 
Stainless Steel Marine Corps Green/ 

Marine Corps Green 
Aluminum Red/Blue  

WING SEALS 
RPR Products Insul-Mate wing 
seals are available in aluminum, 
stainless steel, and galvanized 
to match the strapping being 
used. Wing seals are precision 
fabricated for exact fit and easy 
application. Aluminum and 
stainless steel(T-304 and T-316) are available in 
3/8 “, 1/2”, and 3/4” widths. Galvanized is 
available in 1/2” and 3/4” widths. 

GALVANIZED STEEL STRAPPING 
Insul-Mate galvanized steel strapping is 
manufactured from galvanized steel G-90 LFQ 
(ASTM A-525) in 1/2 “ and 3/4 “ widths x .020” 
thickness. The available ribbon-wound or 
oscillated coils are edge conditioned for safety in 
handling. 
 
MONEL STRAPPING 
Insul-Mate monel strapping is manufactured from 
monel nickel-copper alloy 400, a tough high 
strength alloy with excellent resistance to many 
corrosive environments. It is available in 1/2 “ 
and 3/4 “ widths x .020” thickness. The available 
ribbon-wound or oscillated coils are edge 
conditioned for safety in handling. 

PACKAGING 
 

Aluminum Stainless Steel Galvanized and 
Monel 

3/8” – 8 # ctn 3/8” – 22 # ctn  
1/2” – 10 # ctn 1/2” – 28 # ctn 1/2” – 28 # ctn 
3/4” – 15 # ctn 3/4” – 42 # ctn 3/4” – 42 # ctn  

 
SHEET METAL SCREWS 
Stainless steel SELF TAPPING and SELF 
DRILLING screws are available in most popular 
sizes. Multi-TEKS and other specialty screws are 
available upon request. 
 

Self-Tapping Self-Drilling 
# 8 x 1/2”  T-304  Pan Head # 8 x 1/2”  T-304  Hex Head 
# 8 x 1/2”  T-304  Hex Head # 8 x 1/2”  T-304  Hex Head 
# 8 x 1/2”  T-316  Hex Head  
# 8 x 1/2”  T-410  Hex Head  
# 8 x 3/4”  T-304  Hex Head  
# 10 x 1/2”T-304  Hex Head  
# 10 x 1/2”T-304  Hex Head   

 
  
 

505-299-7655   
www.allamericansupply.com 


